








WOODGRAINS

FINISHES

The finishes offered result from a high 
techonology combination between inks 
and UV filters, which guarantee a highly 
stable appearance for many years.

GLOSS MATE SUPER MATE

NOTE: For more HPL PANEL, contact us at contact@es-metals.com or www.es-metals.com

Ontario Oak 1540 

Noce Canella 1561

Dark Teak 1800 Vintage Teak 1516Noce Havana 1555Pear 1750 Palisander 1839Italian Walnut 1513 Royal Walnut 1536

Countryside Oak 1533

Thermowood 1506

Larice Espresso 1492

Natural Elm 1499Sea White 1502

Spiced Chestnut 1517 Lucca 1567 Brown Oak 1836Grey Oak 1829Cincel Oak 1508 Grey Cedar 1465Olive Elm 1503

Natural Oak 1802Ash 0470 Cypress Cinnamon 1490Organic Maple 1511 Noce Naturale 1534 Avalon Oak 1558 Provence Teak
Cappuccino 1526 

Light Alpi 1799Rovere Fiumo 1462 Century Oak 1554Sahara 1565

NEW

Toscana 1566

NEW

The color of the laminate varies according to the pattern and design used. Please ask for a real sample before you make a decision.

METALLIZED & PEARLESCENTS

Metalized 2047Snowflake 2503 Moonlight 2501 Dune 2502



RAILS AND CLOSURESA

HIGH CLEANABILITYD

LIGHT CONTROLB

VENTILATED CLADDINGC

APPLICATIONS

RAILS AND CLOSURES
HPL PANEL is ideal for solid enclosures and balconies. The panels can be installed on any 
type of grid or special accesories designed for that purpose. They can be installed through 
any of the cleats, always following technical recommendations. For this application we 
recommend using panels of thickness greater than or equal to 10 mm.

LIGHT CONTROL
HPL PANEL is an opaque material that blocks and redirects light through reflection to control 
indoor`s luminance and amount of energy that enters through windows or skylights. These 
properties keep a pleasant environment with stable temperatures and reduce energy consumption 
of mechanical conditioning systems.

VENTILATED CLADDING 
HPL PANEL composition and modulation is ideal for installation of ventilated facades, in 
which insulation or thermal regulations compliance is required. It acts as a floating skin of the 
building, creating a posterior chamber which can be installed.

HIGH CLEANABILITY
The top or bottom edges can be angle-milled, allowing water to flow towards the back.
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Architectural
Cladding Systems
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